ASSEMBLY AND INSTALLATION INSTRUCTIONS 
Between The Seat Storage Box - Model 8861 
and Accessory Cup Holder - Model 8860 




Base 



A DANGER 



STORAGE BOX BOLT KIT 

A bolt kit is provided with your Stor- 
age Box. Check this bolt kit to be 
sure the following parts are includ- 
ed: 

Quan. Description 

1 Metal Knob (Silver) 

1 #8-32 x 3/8" Screw, slotted 

4 #10x1" Sheet Metal Screw 

3 #10-24 Nylon Lock Nut 

1 Steel Handle with Screws 
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Danger of explosion. Do not use this product for storing or trans- 
porting flammables, explosives, hazardous materials, or hazardous 
waste, such as containers of gasoline, solvents, gun powder, 
dynamite, propane tanks, acetylene tanks and cutting torches. 
This product is only intended for file storage, writing materials and 
small tools. Any modifications made to, or unintended use of this 
product, could create a hazardous condition that can cause death, 
serious personal injury or property damage. 
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STORAGE BOX PARTS LIST 

1- Between the Seat Storage Box 
1 - Tray 

1- Quick Release Base 
1- Map Holder 

TOOLS REQUIRED 

• 7/16" Open or Box End Wrench 

• Screwdriver, phillips 

• Screwdriver, common 

• Drill with 1/8" Drill Bit 



ACCESSORY CUP HOLDER 
BOLT KIT 

Bolt kit #32-0860 is provided with 
your Acc. Cup Holder. Check this bolt 
kit to be sure the following parts are 
included: 



Quan. Description 



2 1/4-20 x 1/2" Screws, 
phillips 

2 1/4-20 Nylon Lock Nuts 



INSTALLATION 
INSTRUCTIONS 

NOTE - This unit cannot be used on 
the Dodge Caravan or Ford Aerostar. 

1. Assemble the Metal Knob to the 
cover. 

2. Attach the Handle to the front panel 
using hardware provided with handle. 

3. Fasten the Map Holder to the front 
panel. 

4. If you have purchased the 8860 
Cup Holder, attach it now, to the map 
holder. 

5. To mount the between the seat box, 
we suggest you set the complete unit 
in place. 



A CAUTION 



To keep debris out of your 
eyes when checking the 
underside of the vehicle, or 
when drilling, always wear 
protective eyewear. 



A CAUTION 



Prior to drilling, so as not to 
cut or puncture fuel tanks, fuel 
lines, brake lines, electric 
wires, etc., check under vehi- 
cle for locations. 



6. Disconnect the Box from the Base. 
Mount the base by drilling through the 
base into the floor. Fasten the base to 
the floor. Place the box back into the 
base and fasten the latch. A padlock 
may be used to lock the box to the 
base. 



-NOTICE- 

Any modification or unintended use of this product shall immediately void all manufacturers warranties. 
Manufacturer disclaims all liability for injuries to persons or property resulting from any modification to, or 
unintended use of this product. 



If you have any questions, please give us a call. Call Toll Free 1-800-456-7865 
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